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PROAQUA ADDITIVE PRO9102
EMIBPAAYNTIKO NMPOS@ETO 1A MPOIONTA NEPOY

Retardant additive for waterborne products

1) Kwdikdg \ Code: 2) Neprypaen \ Description:

XA9102.XX Meiypa atmé YAUKOAEG vepOoU. Xpnatpomoteital yia tnv emPBpdduvon tou
XPOVOU OTEYVWLATOG USATOSLAAUTWY UTIOOTPWILATWY Kol PLVLPLOUATWY,
BeATlwvovTag To OTPWOLUO TOUG. MAPATELVEL TOV aVOLXTO XPOVO SOUAEUATOC KOl
ToVv Xpovo otoifagng. Aev emnpedlel Tov xpovo {wng oto Soxeio.
A mixture of glycols in water. It is used to slow down the drying of waterborne primers and
finishes, improving their distention. Extends stacking times. It does not affect pot life.

3) Kupia XapaktnpioTikd Mpoiévrog \ Main characteristics of the product:

e EUkoAo oTtn xpron | Easy to use ¢ ‘EToI1O TTPOG Xprion | Ready to use

o Evioxuel TG 1I816TNTEG SIABPOXNG TWV QIVIDIOUATWY | ® BEATLWVEL TN PO TWV EUMTOTLOTIKWY TIAPOAYOVTWY |
Enhances wetting properties of the top coats Enhances the flowing of impregnant agents

o EmBpaduivel To oTéEyvWHA TwY TTPOIGVTWY VEPOU e Autdvel Tov xpovo “‘eAelBepo okovng T |
\ Slows down the drying of waterborne products Increases dust-free time

4) Nedia E@apupoyng \ Range of use:
2UVIOTATAI KUPIWG yia xprion o€ (eaTd repIBaAAovTa.
Recommended most of all for hot ambients.

5) Tpémog E@apuoynig \ Way of use:
MoTtoA Bagrg Flow-coating PoAo6 Kouptiva | TlivéAo
spray roller curtain brush

5) ®uoikd-Xnuikd XapakTnpioTikd \ Physycal-chemical characteristics (20 °C):

Eugavion \ Appearance : uypo \ liquid

Xpwypa \ Colour . axpwpo \ colourless

Oouni \ Odour . XapakTnPIoTIKA \ characteristic
MukvétnTa \ Density - 1,0 Kg/Lt.

7) Tpoétrog XpRong \ Mode of usage:

Néo aoTtapi \ New Tbéoo pe flow-coating 6co Kot pe vélo 1) eppantion. To kalokaipt, anod 5% £wg

primer 10% oto V€O TIPOLOV yLa eMBPASUVON TOU XPOVOU OTEYVWHATOG Kot BeATiwon
™¢ pong. Av tomoBetnBel pia popd, dev mpémnel va emavaypnaotponoinei,
eddoov dev katavalwbel. E€atpetikd amoteAéopata otnv edappoyn HUE TILVEAO.
\ Both by flow-coating and by brush or by immersion. In summer from 5% to 10% on the new

product to slow down drying and improve flow. Put once, it must not be reintroduced, as it is not
consumed. Excellent results in brush application.

XpnaoipoTtroinuévo MpocB£ote To TPOLdY, £V XPELAETAL, VIO VO EMILBPASUVETE TO OTEYVWHA Kol
aoTdpi \ Used primer | 1 5v0 edv Sev éxel mpooteBet otnv apxr). [oXUOUV Of GUCTAGCEIC TIOU EYIVAV GTNV

TTEPITITWOnN Tou véou aoTapiou. \ Introduce, if needed to slow down the drying and only if not
added at the beginning. The considerations made in the case of the new impregnating agent are still

valid.
Neo @ivipiopa \ New | To kahokaipt, Katd TiG 1o {e0TEC NUEPEG, ELSLIKA OE POUTIOTIKA CUCTHHATA, YLo
top coat va BeAtlwBel n StaBpoxr, vo HelwBEL N TayUTNTO OTEYVWUATOC TOU

dwiplopatog, elodyete ano 3% os 6%. Auth n moootnTa NMpenel va adoatpedel
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o TNV MooOTNTA VEPOU yLa apaiwaon. MOAL tpooteBel, Sev mpémeL va
enavaypnotuomnolnBel. EEaLpeTIKA amoTteAETUATA KOL O TIEPLOTPEDOEVA
kUTeAAa. \ In summer, during the hottest days, especially on robot systems, to improve
wettability, to reduce the drying speed of the finish introduce from 5% to 10%. This amount must be
subtracted from the quantity of water for dilution. Once added it must not be reintroduced. Excellent
results also on rotating cups.

Xpnaiyotroinuévo XpNOLUOTOLAOTE TO AV XPeLAleTaL yia va eMLBPASUVETE TO OTEYVWHA KOl LOVO

Qwvipiopa \ gdv Sev pooteBei otnv apxr. loxUouv ol CUCTACEIC TTOU £yIVAV OTNV TTEQITITWON

Recovered top coat TOU Véou aaTapioU. \ Introduce if needed to slow down the drying and only if not added at the
beginning. The considerations made in the case of the new finish apply.

6) Zuokevaoigg \ Packaging:

XA9102.1 DLt
XA9102.5  Lt.5
XA9102.10 Lt.10

7) Atro@nkeuon \ Storing:

®ulaooetal ae dpoaepd kal kaAd aepifduevo Wépog. KpatiaTe 1o doyeio KAeIaTd 6T1av dev 1o Xpnaituotoleite. Makpid oo
BeppoTnTa, GAGYES, omVOAPES Kal AAES TIyEG avagAedng. MpoaTatéyte amd Tov Tayetd. Aldpkeia (whg 24 uAveg amod Ty
nuepounvia apaywyng, EpAcov TTapapével 0To apxIke, aepayiouévo doxeio. Store in a cool and well-ventilated place; keep
container closed when not in use. Keep away from heat, flames, sparks and other sources of ignition. The product has a shelf
life of 24 months from the date of production, in the original container.

8) NposgidoTtroinon \ Warning:

MeTa amno peydleg meplddouc anobrkeuonc, EAEYXETE MAVTA TNV OLLOLOYEVELD KOl TN owoTr SltdAuon
OTO MLy TIPLV ATIO TN XProN, MPOCTATEUOVTOC Ao OnoladnToTe popdr) emikabioswy N WnNUATwWy.
After long periods of storage, always check homogeneity and disperse well before use any form of deposits or sediment.

O1 TAnpo®opieg TTou TrEpIEXOVTAl o€ auTd Ta QUAAGSIa BaaifovTal OTIG KOAUTEPES BUVATEG YVWICEIG JOG. Agv UTTOPOUV va
BewpnBouv wg eyyunaon f avaAnwn subuvwy. lMNa o1roIodnTToTE {NTNUA TO OTT0I0 BEV AVAPEPETAI OE AUTO TO GUAAGDIO
TEXVIKWV OEBOPEVWY, KOAEDTE TNV TEXVIKA uttoaThpIgn. OAol o1 TTpoava@epBévteg KUKAOI Bagng TTpoopifovTal yia
EMPAvEIEG OTOBEPWV BIOCTACEWY, XPNOIMOTTOIWVTAS EUAQ TTPOETOINOTHEVA OTIG BEATIOTEG GUVORKES (KAIPIKEG CUVONAKEG,
uypaaoia K.ATT.). Autd TO QUAAGDIO avTIKaBIoTE OAa Ta TTPONYOUHEVA.

The information reported in these sheets are based on our best knowledge’s. They cannot be considered as warranty or
undertaking of responsibilities. For any argument not treated in this technical data sheet, call our technical support. All the
mentioned painting cycles are intended for dimensional stable board, using timbers prepared in the optimal conditions (weathering,
humidity, etc.). This sheet replaces all the previous ones.
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