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PROAQUA ADDITIVE PRO9107

MNpdoBeto kata Tou APpou yLa mpoidvia vepou
Antifoam additive for waterborne products

1) Kwdikoég \ Code: 2) Neprypaen \ Description:

XA9107.XX AVTIQQPIOTIKG TTPOCBETO yia TTPOIGVTA VEPOU. 18aviko ylo tnv e€aAedn
ducaAidbwy, adppwv Kot pkpoadpwv.
Antifoam additive for waterborne products. Ideal for eliminating bubbles, foams and micro-
foams.

3) Kipia XapaktnpioTikd Mpoiévrog \ Main characteristics of the product:

e EUkoAo oTtn xprion | Easy to use e ‘Etoiyo mmpog xprion | Ready to use

4) Nedia E@apupoyng \ Range of use:
MNa 6Aa ta mpoidvta eniotpwong e Flow-coating Kol 0€ OAEC TLG TIEPLITTWOELG OTIOU TIPOKUTITOUV
nipoPAnpata adploparoc. For all Flow coating products and in all cases where foam problems arise

5) Tpémrog E@appoyig \ Way of use:
Flow coating

6) Puoikd-Xnuikd XapakTnpIioTiKG \ Physycal-chemical characteristics (20 °C):

Eugavion \ Appearance : uypo \ liquid

Xpwypa \ Colour . axpwpo \ colourless

Ooun \ Odour . XapaKTnEIoTIKA \ characteristic
MukvétnTa \ Density : 1,03 Kg/Lt.

7) Tpétrog Xpnong \ Mode of usage:
MpooBéote 1-5% oto Mpoiodv (emnpedletal ano 1o Mmnopel va npootebel oe 6N KATaAUEVA
KAlpa)\ Add 1-5% to the product (influenced by climate) nipoiovta | Can be added to already catalyzed products

8) Zuokevaoigg \ Packaging:
XA9107.1 Ll
XA9107.5 : Lt.5

9) Amro@nkeuon \ Storing:

QuAacoeTal oe dpooepd kal kaAd agpifduevo pEpog. KpataTe 1o doyeio KAsIaoTd 6Ttav Oev 1o pnaipooicite. Makpid amo
BepudtnTa, PAGYEG, OTMVBAPES Kal GAAES TIyEC avagAetng. MpooTaréyte amé Tov Tayetd. Aidpkeia {whg 24 prveg amd my
nuepopnvia Tapaywyng, EQOoOV TTapapével aTo apxikd, oppayiouévo doxeio. Store in a cool and well-ventilated place; keep
container closed when not in use. Keep away from heat, flames, sparks and other sources of ignition. The product has a shelf
life of 24 months from the date of production, in the original container.
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10) Npo&idotroinon \ Waming:

O1 TTANpO@OpPIEG TTOU TTEPIEXOVTAI O€ QUTA Ta QUAAGDIa BaagifovTal OoTIG KAAUTEPEG BUVATEG YVWOEIG HaG. Agv
pTTopoUV va BewpnBolv wg eyyunaon r avaAnyn eubBuvwy. MNa otrolodnATToTE (ATNHA TO OTT0I0 OEV aVaPEPETAI
0€ aQUTO TO PUAAGDIO TEXVIKWY BEOOPEVWY, KOAEDTE TNV TEXVIKA UTTOOTHPIEN. OAOI 01 TTpoavVaQEPBEVTEG KUKAOI
Bapnrg TTpoopifovTal yia ETTIPAVEIEG OTABEPWYV dIAOTATEWY, XPNOIMOTIOIWVTAG EUA TTPOETOINATUEVA OTIG
BEATIOTEG OUVONKEG (KAIPIKEG OUVONKEG, uypaoia K.ATT.). AuTG TO QUAAGDIO avTIKOBIOTA OAa Ta TTPONYOUEVA.

The information reported in these sheets are based on our best knowledge’s. They cannot be considered as warranty or
undertaking of responsibilities. For any argument not treated in this technical data sheet, call our technical support. All
the mentioned painting cycles are intended for dimensional stable board, using timbers prepared in the optimal
conditions (weathering, humidiity, etc.). This sheet replaces all the previous ones.
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